Utah DOT Roadway Imaging / Inventory Project

Base Bid ltems Awarded

1.4 Mobilization

2 Roadway Condition Data
2.11RI
2.2 Rutting and Transverse Profiles
2.3 Concrete Faulting
2.4 Distress
2.5 Roadway Geometry

3 Roadway location Data
3.1 Roadway Photolog
3.2 Pavement Photolog
3.3 GPS Coordinates
3.4LRS

4 Roadway Asset Data
4.1 Number and length of lanes
4.2 Median and barrier presence/type
(guardrails added here)
4.3 Guardrails and Concrete Barriers
4.4 Surface Areas
4.5 Sign Supports
4.6 Sign Faces
4.6.7c Distance from edge of
pavement
4.6.7d Side of road (left or right)
4.6.7e Sign size (width & height)

4.6.7f Background color (NA if
MUTCD coded)
4.6.7g Sign height above roadway
4.7 Walls
4.8 Shoulders and Shoulder Barrier
4.13 Intersection location
4.13.3 Signalized Intersections
4.14 One/Two Way Operation
4.15 Rumble Strip Inventory
4.16 Bridges
4.17 Retroreflectivity
Ramps and Collectors
5.1 Roadway Photolog
5.2 GPS Coordinates
5.3LRS
5.4 Sign Attributes
Application and Data Requirements
e Desktop and Web Application
¢ Licenses for UDOT
e Support
Quality Control I Quality Assurance
e Comprehensive QA/C Plan
Application and Data Requirements
¢ Historical Data integration

Option ltems Awarded

Optional Group #1
4.9 Drainage
4.7 Walls -Optional Elements
4.11 Pavement Messages

Optional Group #2

4.8 Non-HPMS Shoulder- Optional
Element (350)

4.12 Bicycle lanes

4.6.8 Sign Faces- Optional Elements

4.3 Guard Rails -Optional Elements

4.18 Structures and Overhead
Obstructions

5.1 Rest Areas and Ports of Entry

4.19 Additional Asset Extraction - Hourly
Rate

6.4 Additional Software Development -
Hourly Rate



